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Purging the Eagle Print Head 
 

The following is information specifically about the Eagle and Eagle AMS Print Head Pin Maintenance and Purging the 

Eagle and Eagle AMS Print Head. 

With the system is powered up, it will be necessary to purge the Eagle Print Head by perform the following: 
 

Step 1 

Raise the Print Head and remove the cover in the following manner: 

A. Raise the Eagle Print head to its highest setting by pulling out the lock knob, manually lifting the Eagle 

Print Head and pushing the lock knob to its original position.  

B. Remove the cover on the bottom in the following manner:  
B-a. Pull both retaining lock knobs out from the head at the same time 
B-b. Once the locks are out of the head pull the cover down and away from the head and set the cover 
        aside see image 1-1. 

C. Place a Purge Tray under the Eagle Print Head. 

Special Note: If the Purge duration is set equal to or less than 3 seconds (refer to Step 2-E, setting the purge 

duration), use of a purge tray may not be necessary. Simply hold a Kimwipe under the pens (Not Touching the 

Pens) and press the yellow purge button on the print head. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

Image 1-1 

 

Pull both locks then take down cover 
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Step 2 
 
Run the Raptor 6 Software and set the purge time by performing the following: 
 

A. Bring the Raptor 6 Software on line. (Purge time duration can be set for best performance in the  
ά9ŀƎƭŜ tƛƴ aŀƛƴǘŜƴŀƴŎŜ aŜƴǳέύ 

B. In the Main Menu press File > System >> Setup, to open the System Setup Menu see image  
C. Lƴ ǘƘŜ άaŀƛƴǘŜƴŀƴŎŜέ ǎŜŎǘƛƻƴ ƻŦ ǘƘŜ {ȅǎǘŜƳ {ŜǘǳǇ aŜƴǳΣ {ŜƭŜŎǘ ά9ŀƎƭŜέ ǎŜŜ ƛƳŀƎŜ 2-1 
D. tǊŜǎǎ άtŜƴ aŀƛƴǘŜƴŀƴŎŜέ ǘƻ ƻǇŜƴ ǘƘŜ ƳŜƴǳ ǎƘƻǿƴ ƛƴ ƛƳŀƎŜ 2-2.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 

 

Image 2-1 

 

 

 

Step 1-C 

Step 1-B 
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E. Once inside the Pin Maintenance menu, press the scroll down arrow to select the purge duration time 

in seconds, see image 2-2Φ hƴŎŜ ŀ ǎŜƭŜŎǘƛƻƴ Ƙŀǎ ōŜŜƴ ƳŀŘŜ ǇǊŜǎǎ ǘƘŜ ά5ƻƴŜέ ōǳǘǘƻƴ ǘƻ ŜȄƛǘ ǘƘŜ ƳŜƴǳ 

and save the new setting. Now when the Yellow Purge button on the Eagle Print Head is pressed, the 

purge will last no longer the time set. (Note: Once this setting is made, it will become the default 

setting every time the Raptor Software runs) 

 

Step 3 

 

Purge the Print head by performing the following: 

A. Put an ink tray beneath the Eagle Print head before pressing the yellow purge button or if the 

purge duration is equal to or less than 3 seconds hold a Kimwipe under the pens (Not Touching the 

Pens) and press the yellow purge button on the print head. 
 

B. Press and hold the Yellow Purge Button down, for approximately one second, on the Eagle Print Head, a blue 
Dialog box will open on the monitor, see image 3-1. (Note: This will only appear on the screen for a brief 
moment while the system is actively purging) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

Image 2-2 

 

Change the Purge Time when 

using the Yellow Button Step 1-D 

 

Image 3-1 
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C. hƴŎŜ ǘƘŜ ǎȅǎǘŜƳ Ƙŀǎ ŎƻƳǇƭŜǘŜŘ ǘƘŜ ǇǳǊƎŜ ŀ ǎŜŎƻƴŘ ŘƛŀƭƻƎ ōƻȄ ǿƛƭƭ ŀǇǇŜŀǊ ƛƴŘƛŎŀǘƛƴƎ ǘƻ άƎŜƴǘƭȅ ǿƛǇŜ ǘƘŜ ǇŜƴΩǎ 
ƴƻȊȊƭŜǎ ǳǎƛƴƎ ŀ ƴŜǿΣ ŎƭŜŀƴ YƛƳǿƛǇŜέΣ ǎŜŜ ƛƳŀƎŜ 3-2Φ ¢ƻ ŎƭƻǎŜ ǘƘƛǎ ŘƛŀƭƻƎ ōƻȄ ȅƻǳ Ŏŀƴ ŜƛǘƘŜǊ ǇǊŜǎǎ ǘƘŜ ά5ƻƴŜέ 
button located at the bottom of the box or simply start printing and the box will close automatically. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

¢ƘŜǊŜ ŀǊŜ ǘǿƻ ƻǘƘŜǊ ŦŜŀǘǳǊŜǎ ŦƻǳƴŘ ƛƴ ǘƘŜ tŜƴ aŀƛƴǘŜƴŀƴŎŜ ƳŜƴǳΣ άtǊƛƳŜέ ŀƴŘ ά9ƳǇǘȅέ 

1. When the Prime button is pressed, holding the Yellow Purge button on the Eagle Print Head will 

release fluid from the pen which will be filled from the supply (This continues through 5 cycles or until 

the yellow purge button is released) see image 4-1. (For details to Prime the Head see page 9) 

2. When the Empty button is pressed, holding the Yellow Purge button on the Eagle Print Head will 

empty the Print Head but the fluid will not be refilled. This feature will run for 60 seconds or until the 

yellow purge button is released, see image 4-1. (For details to Empty the Head for Storage see page 16) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

Image 4-1 

Prime Button 

Empty Button 

 

Image 3-2 
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Priming the Eagle Print Head 
 

In the event air gets into the ink lines or ink foams from the pens during a purge, using the Prime feature will move 

greater volumes of ink through the system and clear the lines more efficiently than performing multiple purges. 

To Prime the Print Head perform the following steps: 

Step 1 

Raise the Print Head and remove the cover in the following manner: 

A. Raise the Eagle Print head to its highest setting by pulling out the lock knob, manually lifting the Eagle 

Print Head and pushing the lock knob to its original position.  

B. Remove the cover on the bottom in the following manner:  
B-a. Pull both retaining lock knobs out from the head at the same time 
B-b. Once the locks are out of the head pull the cover down and away from the head and set the cover 
        aside see image 1-1. 

C. Place a Purge Tray under the Eagle Print Head you intend to select as a precaution to guard against ink 

dripping onto the belts during this procedure. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 

 

 

 

 

Image 1-1 

 

Pull both locks then take down cover 
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Step 2 

wŜƳƻǾŜ ǘƘŜ άLƴƪ hǳǘέ CƛǘǘƛƴƎ ǇƭǳƎ ōȅΥ 

A. Press and hold the lock clip as shown in image 2-1 

B. While the lock clip is depressed, lift out the fitting plug and set it aside, see image  

Note: Once the plug has been removed, the lock clip will remain open. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                                                     Image 2-1 

 

Press and hold lock clip 

Remove Plug by lifting 

up while pressing the 

lock clip 
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Step 3 

Insert the Purge Bottle line fitting into the Eagle Print Head by pushing down firmly until the lock clip automatically 

closes, see image 3-1 and 3-2. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                         Image 3-2 

 
Press the Purge Bottle Barb into 

the Ink Out Fitting. The Lock 

Clip will reseat automatically 

 

Image 3-1 

Purge Bottle 

Fitting 
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Step 4 

Run the Raptor 6 Software and prime the head by performing the following: 
 

A. Bring the Raptor 6 Software on line.  
B. In the Main Menu press File > System >> Setup, to open the System Setup Menu see image 4-1 
C. Lƴ ǘƘŜ άaŀƛƴǘŜƴŀƴŎŜέ ǎection of the System Setup Menu and high light the ά9ŀƎƭŜέ Print Head you are priming, 

see image  (       Warning: Make sure the purge tray is under the print head selected) 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Image 4-1 

 

 

 

Step 4-B 

Step 4-C 

!   



13 
 

D. hƴŎŜ ƛƴ ǘƘŜ {Ŝǘ ¦Ǉ aŜƴǳΣ ǇǊŜǎǎ ǘƘŜ άtŜƴ aŀƛƴǘŜƴŀƴŎŜέ ōǳǘǘƻƴ ǘƻ ƻǇŜƴ ǘƘŜ aŀƛƴǘŜƴŀƴŎŜ aŜƴǳΣ ǎŜŜ ƛƳŀƎŜ 4-2 

E. Press the Prime button, see image 4-2. (       Warning: Make sure the purge tray is under the selected print 

head) 

 

 

 

 

 

 

 

 

 

 

 

 

F. Press the Yellow Purge button to initiate the Prime function.  

G. wŜƳƻǾŜ ǘƘŜ tǳǊƎŜ .ƻǘǘƭŜ ōȅ ǇǊŜǎǎƛƴƎ ǘƘŜ ƭƻŎƪƛƴƎ ŎƭƛǇ ƻŦ ǘƘŜ άLƴƪ hǳǘέ ŦƛǘǘƛƴƎΣ ǘƘŜƴ ƭƛŦǘƛƴƎ ǘƘŜ purge bottle barb 

out of the fitting 

H. LƴǎŜǊǘ ǘƘŜ ǇƭǳƎ όǊŜƳƻǾŜŘ ƛƴ {ǘŜǇ нύ ōŀŎƪ ƛƴǘƻ ǘƘŜ άLƴƪ hǳǘέ ŦƛǘǘƛƴƎΦ 

It should be noted that the appearance of the buttons in Maintenance Menu will change during the performance of 

Steps 4-E through 4-G, see image 4-3 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Image 4-3 

 

Appearance of the menu when 
first opened, bottom button 
ǎƘƻǿǎ ά5ƻƴŜέ 

 

Appearance of the menu when 
Prime button is pressed, 
ōƻǘǘƻƳ ōǳǘǘƻƴ ǎƘƻǿǎ ά/ŀƴŎŜƭέ 
Pressing this button in this 
ŎƻƴŘƛǘƛƻƴ ǿƛƭƭ ŘŜǎŜƭŜŎǘ άtǊƛƳŜέ 
The bottom button would 
ŀƎŀƛƴ ǎƘƻǿ ά5ƻƴŜέ 

 
BUSY 

Once the Yellow Purge Button 

has been pressed the Prime 

function begins. At this point 

the maintenance menu 

boǘǘƻƳ ōǳǘǘƻƴ ǎƘƻǿǎ ά.¦{¸έ 

and will remain in this state 

until the Prime function is 

completed 

 

Image 4-2 

Step 4-D 

Step 4-E 

Idle 

!   








